


HOW TO SOLDERLESS 
INSTALL YOUR SPIDER 
MODCHIP For XBOX 


(FOR VERSIONS 1.0 - 1.5) 
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RECOMMENDED TOOLS: 


#1 PHILLIPS 
SCREWDRIVER 





2) #10 Torx screwdriver 
3) (Optional) Tweezers (to insert Spider legs) 


NOTE: Having the right tool for the right job will make all the difference between a 
pleasant experience vs. a nightmare!!! 


BEFORE YOU BEGIN: 


Make sure you are grounded before you begin installing your mod chip; you must ground 
yourself by either using a grounding strap (Radio Shack Catalog #: 276-2370) or by 
touching something metal. Make sure that you are working on a non-conductive surface 
(i.e. wood, glass...etc.). You 


IMPORTANT THINGS TO REMEMBER 


1) Never allow Spider legs to touch one another while in operation or it may 
damage your Xbox!!! 


THERE ARE MORE HELPFUL TIPS IN THE FULL 
MANUAL!!! 


Your Spider chip comes shipped to you with all the necessary supplies needed to 
complete your installation as shown below in figure #1. 





EXTERNAL PANEL 





SCREW LOCK WASHER WASHER 


EXTERNAL PANEL CABLE 


FIGURE #1 


DISASSEMBLE YOUR XBOX 


First verify which version Xbox you have because the installation will differ depending 
on the model you are installing it to; this manual will cover versions 1.6 and above. 
Disassemble your Xbox. NOTE: you only have to remove the top cover of the Xbox 
for this mod-chip installation!!! 
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FIGURE #2 _ 
PLEASE NOTE: ANY MODIFICATION TO YOUR XBOX GAME CONSOLE IS CARRIED OUT 
AT YOUR OWN RISK!!! 


RE NOTE: READ THIS MANUAL IN ITS ENTIRITY AND UNDERSTAND IT 
BEFORE ATTEMPTING TO INSTALL YOUR MOD_CHIP!!! 


REMOVING THE SPIDER CHIP FROM ITS CASE 


It is important to know how to remove your Spider mod-chip from its packaging because 
the Spider chip legs are delicate and could break off if not done correctly. First, gently 
remove the packaging foam along with the Spider chip as shown below. NOTE: gently 
grab both the foam and the spider chip making sure that no pressure is applied to 
the Spider legs. 





Slowly and gently pull each Spider leg out as shown below in figure #4. 





FIGURE #4 
INSTALL THE MOD-CHIP 


Remove the #10 Torx screw as shown below in figure #5 
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~ FIGURE #5 


Below is the wire legend for the Spider mod-chip. 
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FIGURE #6 
Cut off all but the “E” spider leg with a pair of wire cutters as shown below in figure #7 
NOTE: you do not have to cut any of the Spider legs if cover them with electrical 
tape! "! 
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FIGURE #7 


Your mod-chip should look like figure #8 below if you decided to cut off the excess 
Spider legs leaving only leg “E” remaining. 
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FIGURE #8 
This mod-chip will requires a spacer. To do this, stack the two flat washers and the lock 
washer on top as shown below in figure #9. NOTE: using these washers, as spacers 
will guarantee that your mod-chip pogo pins will make good contact with the LPC 
holes and a solid ground contact as well!!! 
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FIGURE #9 
Make sure you align the pogo pins over each LPC hole as shown below in figure #10. 





FIGURE #10 
Screw down the Spider chip into place making sure that the underlying pins fit snug over 
each LPC hole as shown below in figure #11. NOTE: remember, you are screwing this 
into plastic so do not over tighten it or you will strip the plastic threads!!! 
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FIGURE #11 
INSTALLING THE SPIDER LEGS 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #12 (V1.2 — V1.5) 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #13 (V1.0 — V1.1) 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #14 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #15 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


INSTALLING THE EXTERNAL PANEL 

AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 
FIGURE #16 

AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 
FIGURE #17 

AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 
FIGURE #18 

Congratulations, you now have your Spider mod-chip installed!!! 

TESTING YOUR GAME CONSOLE 

You need to test your Spider chip installation to be sure that it is functioning properly 


before attempting to install any homebrew software on it. Plug-in your Xbox (without the 
DVD drive or HDD installed) and hit the power button; if you see a blue light appear as 


shown below in figure #19 (this does not mean that your mod-chip is installed properly, it 
does mean that you have power to your mod-chip). 
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FIGURE #19 
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Try booting your Xbox with the external switch enabled and disabled; your Xbox should 
not FRAG. Your Xbox will blink GREEN a total of 8 times when the external switch is 
set to enable (on), this is a good indication that your mod-chip is setup properly. 





ENABLE 


FIGURE #20 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #21 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FLASHING YOUR MOD-CHIP 
AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


HOW THIS MODCHIP WORKS: 
AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


XBOX LIVE USERS: 
AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


TROUBLESHOOTING 
AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


XBOX NEWBIES 
AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 








